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The present paper presents a numerical study to investigate and assess the heat transfer behavior of a copper and
salt  composite. A mixture of nitrates, KNO3–NaNO3, within a deformable spherical shell coating of copper will be
used as an encapsulated phase change material, E-PCM. In the context of a thermo-mechanical analysis of this E-
PCM, a simulation is proposed to determine its storage capacity and properties The melting, or solidification of the
encapsulated PCM particles do not provoke cracking of the deformable shell.
© 2014 The Institution of Chemical Engineers. Published by Elsevier B.V. All rights reserved.Keywords: Copper-encapsulation; Nitrate salts; Simulation; Phase change material; Thermal energy storage; Comsol
Multiphysics
sure (Lopez et al., 2010), or using metal foams (Zhao et al.,1.  Introduction
Thermal energy storage (TES) has received an increasing inter-
est over the past years in different applications such as
waste heat recovery, thermal solar capture, zero-heat houses,
aerospace applications, and for thermal protection purposes.
In the thermal solar applications or for heat recovery from hot
industrial flue gases, it is very interesting as high tempera-
ture thermal energy storage (HTTES) provides continuity and
enhances the potential of a solar system allowing this tech-
nology to get a faster development and acceptation due to its
increase of efficiency and usability (Zhang et al., 2013a; Pitié
et al., 2013; Cáceres et al., 2013; Fernandez et al., 2012). For
thermal protection applications, there is a strong interest in
understanding and predicting the conditions where it is possi-
ble to cool damaged electrical equipments and/or electronics
and telecommunication devices, and even severely damaged
nuclear reactor cores (Lipinski, 1984). Thermal management
utilizing solid–liquid PCMs is one of the most interesting
passive thermal storage techniques, due to their inherent
∗ Corresponding author. Tel.: +32 16 322367; fax: +32 16322399.
E-mail address: J.Baeyens@warwick.ac.uk (J. Baeyens).
1 These authors contributed equally to the research.
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http://dx.doi.org/10.1016/j.cherd.2014.07.007
0263-8762/© 2014 The Institution of Chemical Engineers. Published by advantage of simplicity and reliability. TES techniques can be
classified as sensible heat storage and latent heat storage. The
latter is particularly attractive, since it provides a high energy
storage density and can store the energy as the latent heat
of fusion at a constant temperature. The latent heat absorp-
tion phenomenon, associated with melting of a suitable PCM,
could be efficiently used to delay or modify the temperature
rise of the surface subjected to a high heat flux (Zhang et al.,
2013b).
Despite PCMs being widely promoted for HTTES systems
due to their capability of storing significant amounts of energy
within a small PCM volume and at a moderate tempera-
ture variation, most PCMs suffer the problem of low thermal
conductivity which extends the charging and discharging
periods. In order to improve the thermal conductivity of PCMs,
extensive investigations have studied the addition of dif-
ferent high thermal conductivity materials, such as either
mixing graphite within nitrate salts under isotropic pres-2010; Neville and Rabiei, 2007; Elgafy and Lafdi, 2005; Ismail
Elsevier B.V. All rights reserved.
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Fig. 1 – Geometry of an E-PCM sphere of solid salt and
copper coating.nd Trullenque, 1993; Ho and Chu, 1996; Lopez, 2007). Past
nd current researches have demonstrated that porous foams
graphite, copper, aluminum or metal alloys) embedded within
CMs are a feasible storage material for low temperature
pplications, whereas applications at high temperatures are
ess documented. The objectives of the present paper will
e focused on HTTES, as is supposed to be used in thermal
olar capture system (Zhang et al., 2013a; Pitié et al., 2013;
áceres et al., 2013; Chen et al., 2010), where the discontinuity
f solar energy can be overcome by an integrated system with
CMs.
Many  models have been presented in order to deter-
ine the heat transfer behavior in porous media (Bear,
988; Pinder and Gray, 2008; Cushman, 1997), but due to
he specific conditions of this problem, such studies require
 different treatment of the transport equations involved
n the system. A mathematical method, known as the vol-
me  averaging method, was developed by Whitaker (1999),
nd has subsequently been used in the modeling process
f diffusion equations in porous media (Valdés-Parada and
lvarez-Ramírez, 2011), turning the intrinsic micro-analysis
f this problem into an averaged approach on a macro scale.
hese models are generally solved by numerical methods:
ue to the complexity of the differential partial equations,
nalytical solutions are seldom possible and simulations
re more  efficient on computing resources. Some of these
umerical approaches were previously presented in literature
Zabaras and Deep, 2004; Smith, 2005; Garcia, 2007). Porous
edia models, applying the volume averaging method, have
een very useful to describe and simulate the fluids behav-
or in these geometries. These models have been used in
hermal control applications that extend from temperature
anaging on nuclear reactor cores to thermal protections
f electronic equipment and specific devices as mentioned
efore (Ismail and Trullenque, 1993; Ho and Chu, 1996; Cao
nd Faghri, 1990; Bain et al., 1971). Since thermal control
pplications have been developed from these models, they
re of growing importance (Oddou et al., 2011; Chapotard
nd Tondeur, 1983). One of the most important model appli-
ations considers heat storage. The theoretical treatment
f a variety of models has been assessed by Quintard and
hitaker (1996, 1998a,b) and by Ahmadia and Quintarda
1998): these treatments deal with heterogeneous porous
edia using the volume averaging method in the trans-
ort equations of momentum, mass and energy. In this
ontext, heat storage models are trying to improve the effi-
iency of a PCM assessment, by simulations with specific
oundary conditions. The current research is based on the
odel of the closed solid sphere developed by Lopez et al.
2010) and later extended by Pitie et al. (2011). These authors
resent a model of confined melting in composite materials
ade of graphite-nitrates and ceramic-nitrates respectively.
n order to model heat storage at high temperature, and
herefore the melting of the salt, these authors have pro-
osed phase change models accounting for the pressure
ffects of the molten salt within the thermo-mechanical anal-
sis.
In the context of HTTES, a copper and nitrates composite
s proposed in the present paper, considering the high ther-
al  conductivity of copper and better mechanical strength
n comparison with previously studied graphite composites.
he present paper therefore proposes a first attempt to under-
tanding salt melting within a copper spherical coating, by
roviding an appropriate thermo-mechanical treatment.2.  Geometry  and  hypotheses
Consider a 25 mm O.D. sphere of solid salt (rm = 12.5 mm)  with
a 40% KNO3 + 60% NaNO3 composition and a concentric coat-
ing sphere of 28 mm O.D. (R = 14 mm),  made of copper (Fig. 1).
The wall of the sphere allows heat transfer inside the mate-
rial. The thermodynamic behavior of material properties and
therefore thermo-mechanical coupling will be studied, espe-
cially toward heat capacity, average temperature and internal
energy as affected by a constant temperature during a defi-
nite time. The melting front proceeds according to the variable
radius rf.
The inner radius (rf) represents the decreasing radius as
the PCM melts, and hence delineates the solid part of the salt.
The present paper uses the hypotheses of Lopez to validate the
code (Ho and Chu, 1996). These main hypotheses concerning
both phases include:
For the salt in its liquid phase:
1. The density l,s, specific heat Cpl,s and thermal conductivity
kl,s are constant, independent of pressure and temperature.
2. The liquid pressure within the shell is uniform.
For the salt in its solid state:
3. It can be considered as homogeneous, with constant values
of density l,s, specific heat Cpl,s and thermal conductivity
kl,s.
4. It is non-deformable.
The shell wall (copper) is considered to be:
5. Homogeneous, isotropic and exhibiting a linear elastic
behavior.
6. Present at a known and uniform temperature.
At the interfaces, the following conditions are proposed:
7. An equality of phase temperature and heat flux continuity
at the melting front.
8. An equality of temperature and pressure at the copper/salt
interface.
Spherical symmetry, as defined in hypotheses (2) and (6),
allows us to reduce the three-dimensional problem of heat
transfer to a single-dimension.
The manufacturing of spherical capsules to contain a phase
change mix  has till now not been possible, since the capsules
applied by vapor deposition or electrolysis have proven to be
leaking molten PCM during the thermal cycles of charging and
226  chemical engineering research and design 9 3 ( 2 0 1 5 ) 224–231discharging due to the porosity of the coating capsule (Pitié
et al., 2013). The approach of different geometries, e.g. a tubu-
lar capsule with height to diameter ratio close to unity, can
however be approached by an equivalent sphere (Zhang et al.,
2014). Tubes of higher height to diameter ratio, will need to be
simulated in cylindrical coordinates.
It is moreover assumed that corrosion between copper and
salts is negligible. This assumption is not trivial since chem-
ical reactions occur between metals and salts (in different
degrees depending on the metal), and high temperatures and
pressures affecting the materials could alter the material’s
properties. Although pure copper has one of the highest gal-
vanic numbers or nobility of the active metals, in extreme
conditions of e.g. temperature and pressure imposed in the
model, it could be subject to salt corrosion. Previous studies
(Gravier et al., 2012; Zhong, 2002; Li and Zinkle, 2012) have
however determined that corrosion is not a major issue within
the operating temperature and salt concentration ranges, thus
confirming that the corrosion phenomena can be neglected in
the present thermo-mechanical study. The thermal instability
of the nitrate PCM should also be considered, with nitrate salts
slowly decomposing to nitrites, according to:
NO3− ↔ NO2− + 0.5O2 (as function of the partial pressure of O2
and the temperature)
with subsequent reactions
NO2− → O ∗ + 1.5O2 + N2
and
CO2 + O∗ → CO32−
It is hence important to provide some O2 on top of the
nitrate PCM, and to limit the presence of CO2, since these sec-
ondary reactions might change the composition of the nitrate
mix, alter its physical properties, and could lead to an excess
pressure in the capsule.
3.  Mathematical  model
The numerical model is based on solving the heat diffusion
equation to both copper coating and to the phase change
material inside the coated shell. Since it is assumed that there
is no velocity field in the molten PCM phase, convective heat
transfer in the salt is neglected.
Because of the symmetry, the system was formulated in
one-dimensional polar coordinates. The outer side of the
enclosure was assumed to be subjected to free convection
at external temperature, while the inner surface is assumed
to be perfectly insulated. The heating power is presented
by introducing a uniform heat generation inside the heated
material.
3.1.  Pressure  effects  in  the  thermodynamic  balance
At salts fusion, pressures and temperatures influence the ther-
modynamic balance of the phases. Volumes and entropies
must be expressed as functions of pressure and temperature
in order to analyze the phase balance of salts in the coating.As proposed by Lopez (2007) and Pitie et al. (2011), the
Gibbs–Duhem equation is used to relate the variables defining
the thermodynamic state of a phase (i = l (liquid); i = s (solid))
ui = −siT + P
(
1
i
)
(1)
∂ui
∂T
= −si (2)
∂ui
∂P
= 1
i
(3)
where ui represents the internal energy or chemical potential,
T is the temperature, P the pressure, si represents the entropy
of phase i and 1/i represents the volume of a unitary mass in
terms of phase i density.
A second order Taylor expansion of ui around ui0 = ui(T0, P0)
representing the initial internal energy can be written as:
ui = ui0 +
∂ui
∂T
(T − T0) + ∂ui
∂P
(P − P0) + 12
∂2ui
∂T2
(T − T0)2
+ 1
2
∂2ui
∂P2
(P − P0)2 + ∂
2ui
∂P∂T
(P − P0)(T − T0) (4)
Eqs. (2) and (3) can be written in terms of their thermody-
namic definitions:
∂2ui
∂T2
= − ∂si
∂T
= −CPi
T
∂2ui
∂P2
= − ∂(1/i)
∂P
= −ˇi
i
∂2ui
∂P∂T
= − ∂(1/i)
∂T
= ˛i
i
(5)
where CPi , ˛i and ˇi represent, respectively, the specific heat,
the thermal dilatation coefficient and the isothermal com-
pressibility.
Eq. (4) can be expressed as:
ui = ui0 − si0(T − T0) +
1
i0
(P − P0) − 12
CPi0
T0
(T − T0)2
− 1
2
ˇi
i
(P − P0)2 + ˛i
i
(P − P0)(T − T0) (6)
where T0 and P0 represent the initial temperature and pres-
sure, respectively.
In the thermodynamic balance, ui = ui0, the temperature
variation of both phases (solid and liquid) may be expressed
as
0 = −(sl0 − ss0)(T − T0) +
(
1
l0
− 1
s0
)
(P − P0)
− 1
2
(
CPl0
T0
− CPs0
T0
)
(T − T0)2 + −12
(
ˇl0
i0
− ˇs0
i0
)
(P − P0)2
+
(
˛l0
i0
− ˛s0
i0
)
(P − P0)(T − T0) (7)
Then factorizing by (T − T0), the solution is given as:
√Tf (P) = Tf 0(P) +
−b + b2 − 4ac
2a
(8)
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2
(
CPl0
T0
− CPs0
T0
)
b = −(sl0 − ss0) +
(
˛l0
i0
− ˛s0
i0
)
(P − P0)
c =
(
1
l0
− 1
s0
)
(P − P0) − 12
(
ˇl0
i0
− ˇs0
i0
)
(P − P0)2
(9)
In a thermodynamic balance, the fusion enthalpy may be
xpressed as,
h(Tf , P) = s(Tf , P)T (10)
The fusion entropy variation, using Eqs. (2) and (6), is:
∂ui
∂T
= −si = −si0 −
CPi0
Tf 0
(T − T0) + ˛i0
i0
(P − P0) (11)
hen
s(Tf , P) = si0 +
CPi0
Tf 0
(T − T0) − ˛i0
i0
(P − P0),
o
s(Tf , P) = (sl0 − ss0) +
(
CPl0
Tf 0
− CPs0
Tf 0
)
(T − T0)
−
(
˛l0
i0
− ˛s0
i0
)
(P − P0) (12)
The entropy variation, and hence the enthalpy variation,
ecreases with pressure if (˛l0/i0) > (˛s0/i0).
The same procedure can be applied to the volume varia-
ion. Using Eqs. (3) and (6), expression (13) is obtained:
1
i
= 1
i0
(1 + ˛i(T − Tf 0) − ˇi(P − P0)) (13)
.2.  Heat  transfer  equation  in  proposed  geometry
ased on the assumptions above, the energy equation gover-
ing the heat transfer process in the copper-coated material
akes the following form:
CP)c
∂Tc
∂t
= ∇(kc∇Tc) (14)
here (CP)c represents the copper heat capacity formed by
ts density and specific heat respectively and kc is the copper
eat conductivity.
Tc = Tc(x, t), x = (x, y, z) represents the temperature of cop-
er in position x.
As the geometrical problem is that of a circumference, by
 simple change of variable, Eq. (14) can be expressed in polar
oordinates as
CP)c
∂Tc
∂t
= 1
r2
∂
∂r
(
kcr
2 ∂
∂r
Tc
)
(15)
here Tc = Tc(r, t), with rm < r < R.
And the boundary condition isc
∂Tc(r, t)
∂r
= 0, r = R (16)Using the hypotheses mentioned above, the energy trans-
port equation to the salts coated by copper, can be developed
as follows:
(CP)s
∂Ts
∂t
= 1
r2
∂
∂r
(
ksr
2 ∂
∂r
Ts
)
, 0 < r < rf (17)
(CP)l
∂Tl
∂t
= 1
r2
∂
∂r
(
klr
2 ∂
∂r
Tl
)
, rf < r < rm (18)
where Tl and Ts represent temperatures of liquid and solid
phases respectively.
With hypotheses (7) and (8), the limit continuity conditions
can be expressed as:
Tf = Tl(r, t) = Ts(r, t) r = rf (19)
kl
∂
∂r
Tl(r, t) − ks
∂
∂r
Ts(r, t) = −shf
drf
dt
(20)
where Tf = Tf(P), hf = hf(Tf, P) represent, respectively, the
melting temperature and enthalpy of the salt at the developed
pressure P given by Eqs. (8) and (10).
Eqs. (15)–(18) allow expressing the equivalent form as
(Crank, 1998):
(CP)eq
∂Tsalt(r, t)
∂t
= 1
r2
∂
∂r
(
keq
∂Tsalt(r, t)
∂t
)
− shf
dfs(r, t)
dt
0 < r < rm (21)
fs = fs(r, t) represents the fraction of solid salt. This fraction is
modeled by the approximation of the Heaviside function at
Tsalt = Tf
fs(x, t) = 12 +
1
2
tanh
(
Tf − Tsalt
T
)
(22)
where T is the temperature range where the function is
smoothing in order to avoid numerical problems with differ-
entiation.
(CP)eq and keq represent the equivalent heat capacity of the
salt and the equivalent heat conductivity of the salt, respec-
tively:
(CP)eq = (CP)l(1 − fs) + (CP)sfs (23)
keq = kl(1 − fs) + ksfs (24)
The boundary conditions may be expressed as:
keq
∂Tsalt(r, t)
∂r
= 0, r = 0 (25)
Tsalt(r, t) = Tm(t), r = rm(t) (26)
where Tm(t) is the temperature at the salt–copper interface.
3.3.  Mechanical  analysis  of  the  geometry
In order to study the composite material behavior at high tem-
peratures and pressures, a mechanical analysis of resistance
and elasticity has to be performed and included into the math-
ematical model. As mentioned before it is assumed that the
composite material has a linear elastic behavior, which means
that it obeys Hooke’s law.
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Table 1 – Thermodynamic properties of KNO3–60%NaNO3
(Rogers and Janz, 1982; Zalba et al., 2003).
Properties Value Unit
Salt in liquid
state
Density l 2096 kg/m3
Specific heat Cpi 1500 J/(kg K)
Thermal conductivity kl 0.8 W/m
Salt in solid
state
Density s 2192 kg/m3
Specific heat Cps 1430 J/(kg K)
Thermal conductivity ks 1 W/m
S ↔ L Melting temperature Tf 496 K
Latent heat Lmf 132.6 kJ/kgIt is assumed negligible inertia, so Stokes equation is used
as:
−∇ ·  = 0 (27)
For a linear isotropic metal, a temperature increase, T,
produces a uniform expansion but no shear and the expansion
is proportional to a material constant  ˛ (coefficient of thermal
expansion, being 16.6 × 10−6 for copper). The additional strain
due to heating is thus: εrr = ˛T for a Polar coordinates param-
eterization, where εrr = ∂u/∂r and u is the displacement vector
in the radial direction.
Since the investigated geometry is a perfect circle with the
temperature being a condition imposed all around the geome-
try, the problem becomes a one-dimensional problem in terms
of the radius. Due to the perfect symmetry, angular displace-
ment is neglected in the heat transfer equation, being function
of the radius only.
The constitutive equations for a linear elastic isotropic
solid can hence be expressed as (Roylance, 2000):
 = [C]ε (28)
where  is the strain tensor, [C] is a matrix of elastic constants
that must be determined from experiments and ε represents
the strain tensor of the material.
In a mechanical system under structural loads with vary-
ing temperatures, the total stress will be the combination of
structural and thermal stresses. For 1D analysis in the radial
direction, and for an elastic material, we  can write:
rr = E(εrr − εT) (29)
where rr is radial stress, E is an elastic constant, εrr is radial
strain due to the boundary interaction salt/copper and εT is a
thermal strain.
For a linear isotropic material, a temperature increase, T,
produces a uniform expansion but no shear and the expansion
is proportional to a material constant  ˛ (coefficient of thermal
expansion, being 16.6 × 10−6 for copper). The additional strain
due to heating is thus: εT = ˛T for a Polar coordinates parame-
terization and εrr = ∂u/∂r, where u is the displacement vector in
the radial direction and  ˛ is a coefficient of thermal expansion
of the material.
This system uses the temperature at a given point as calcu-
lated from the heat transfer equation, and feeds Eq. (29) which
finally determines material stress.
Eq. (30) expresses the boundary continuity between copper
and salt:
rr = P (30)
where P is the pressure produced by the melting salt, assuming
that its volume expansion will be constrained by the copper
wall. P is determined by the Lopez (2007) approach.
Note that in this first attempted modeling, the mechanical
stress equation does not re-feed a value to the heat transfer
equation, meaning that the salt mixture is not submitted to
the copper pressure, whilst the copper structure does sup-
port the salt’s pressure. This is a major difference between this
model and the ones presented by Lopez (2007) and Pitie et al.
(2011), where the thermo-mechanical coupling is stronger by
considering the copper’s deformation into the heat transfer
equation.4.  Results  and  discussion
4.1.  Background  information
To validate the Lopez model, the thermodynamic properties
of the KNO3–NaNO3 salt are listed in Table 1. The initial tem-
perature of PCM is 293.15 K.
For the shell, the study will focus on geometrical and
mechanical values of copper.
For the shell, the study will focus on geometrical and
mechanical properties of copper.
• Ecopper = 117 GPa and ˛copper representing the copper shell
Young’s module, and coefficient of thermal expansion
respectively.
• Transition temperature of copper is 1357.77 K.
Comsol Multiphysics was used to assess the behavior
through the procedure of “Thermal Stress that contains Heat
Transfer and Solid Mechanics phenomena”, necessary to
obtain values to validate the model. It uses an extra-fine mesh
of 6046 elements in order to provide results with a minimum
error range. Two sets of results will be presented hereafter.
4.2.  Heating  at  imposed  and  constant  surrounding
temperature
In order to test the new composite material for thermal stor-
age, the above model equations were used in a first simulation
where a constant temperature of 550 K all around the geom-
etry was accepted (e.g. by a circulating Heat Transfer Fluid
around the E-PCM), whilst the initial E-PCM temperature was
293 K. Material properties are assumed initially constant.
4.2.1.  Simulation  results  are  illustrated  hereafter.
In order to study the evolution of the material properties, a
first simulation was run until a complete melting was obtained
throughout the PCM (melting point = 496 K). Fig. 2 illustrates
the temperature of the material with time in seconds, being 3 s
(C.1), 10 s (C.2), 50 s (C.3), 300 s (C.4), 600 s (C.5), 900 s(C.6), 1000 s
(C.7), and 1031 s (C.8) respectively. Clearly, complete melting is
achieved between 1000 and 1031 s.
The figure illustrates the progressive heating of the E-PCM.
The heat distribution within the geometry becomes homoge-
neous with increasing time. The high thermal conductivity of
copper allows a fast and efficient heat transfer toward the cen-
ter of the geometry, faster than obtained with SiC or graphite
(Ho and Chu, 1996; Ahmadia and Quintarda, 1998).The calculation of the inner pressure of the copper shell is
illustrated in Fig. 3. When complete melting is achieved, the
chemical engineering research and design 9 3 ( 2 0 1 5 ) 224–231 229
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Fig. 4 – Variation of temperature throughout the E-PCM
during a cooling cycle.Fig. 2 – Temperature versus radius at different times.
ressure reaches its maximum of 850 MPa (0.85 GPa), hence
ar below the Young’s modulus value of 117 GPa (Quintard and
hitaker, 1998b), being the transition from elastic to plastic
ehavior of copper: the inner pressure created is hence cer-
ainly insufficient to crack the shell. At the tested temperature,
he copper is far below its melting point. The value of the
ressure in the copper shell at 30% molten PCM is about 35%
ower than the results of Pitie (Ahmadia and Quintarda, 1998),
btained for nitrate salts in a rigid graphite shell. For graphite
oated nitrates, Lopez et al. (2010) predict the complete melt-
ng of the salts after 2000 s of heating and at a temperature
f 247 ◦C (520.15 K), with an internal pressure of 3 GPa. The
xtended time (2000 s) is due to the lower thermal conductivity
f the graphite shell when compared its copper equivalent.
In its completely molten state, the PCM will have absorbed
ts sensible and latent heat being ∼518 kJ/kg in total. Whilst
onsidering that this complete melting is achieved in a reason-
ble charging period (∼1000 s) without any danger of cracking
he copper shell, it is clear that the copper-nitrate compos-
te is a valid combination for use in advanced thermal energy
torage.
.3.  Cooling  at  imposed  and  constant  surrounding
emperature
or the cooling process, and subsequent to the heating process
ill 550 K with complete melting of the nitrate salt, an external
emperature of 400 K was imposed around the geometry. Full
elting was achieved after 1031 s. These temperatures are inhe range of typically most thermo-solar plants that use salts
n their heat storage process. The simulation, illustrated in
Fig. 3 – Pressure versus fraction of liquid phase.Fig. 4., shows that at 2780 s, the copper reaches 400 K, which
means that in a period of 1749 s, the copper was cooled from
550 K to 400 K.
The different curves represent different times of simula-
tion, being 1550 s (C.1), 1600 s (C.2), 1700 s (C.3), 1800 s(C.4),
1900 s (C.5), 2063 s (C.6), 2500 s (C.7), 2700 s (C.8) respectively. As
the material is being cooled, the heat distribution in the geom-
etry becomes again homogeneous throughout time. Despite
the high copper thermal conductivity, the low thermal con-
ductivity of the solidifying PCM reduces the cooling rate.
In the fundamental assumptions, it was stated that natu-
ral convection in the melt is not considered, and the cooling
progress is hence calculated on the basis of sole conduction.
Recent experiments (Zhang et al., 2014) have demonstrated
that the cooling rate is enhanced by the occurring natural
convection in the melt. The natural convection contribution
to the overall heat transfer coefficient could not be calculated
and the authors (Zhang et al., 2014) proposed to deal with the
problem by increasing the thermal conductivity of the melt by
20–40%.
The complete charging/discharging cycle, expressed as
pressure versus time, is illustrated in Fig. 5.
In the cooling process, the pressure decreases with time
(and hence with inherent temperature). Decreasing pressures
are moreover a guarantee that the shell will not crack.
Fig. 6 shows the evolution of the pressure in the charging
and discharging processes.
Finally, Fig. 7 illustrates the evolution of total heat, sensible
heat and latent heat versus time.Fig. 5 – Pressure versus time.
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Fig. 6 – Pressure versus fraction of liquid phase for heating
(upper curve) and cooling (lower curve).
Fig. 7 – Total thermal heat energy, sensible heat and latent
heat versus time.The total weight of the material is 0.01805 kg. The latent
heat of phase change exceeds the sensible heat when melt-
ing/solidification occurs. The peak at 1031 s, corresponds to
the time required for complete melting of the PCM.
5.  Conclusions
The thermo-mechanical model of a PCM coated in a spherical
copper shell was examined for the charging and discharging
cycles.
Charging was predicted to take ∼1000 s from 293 till 550 K.
A discharging period of ∼1600 s is needed to cool the E-PCM to
400 K. The cooling rate of the melt is possibly enhanced by the
occurring natural convection.
The volume expansion upon melting and associated pres-
sure increase is beyond the acceptable mechanical properties
of the copper shell and shell cracking is not expected to occur.
The novel copper/salts composite was proven to be an
attractive material for heat storage. A future study will assess
the material properties in more  extreme conditions, by e.g.
including the effect of rising pressures on salt’s properties
(assumed constant in the present first approach).
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